
LP500 application list 22/11/2018

Tutti i collegamenti nel fascio di cavi dietro al cruscotto – All the connections are in the main loom behind the dash
MOTORCYCLE YEAR TEST BUTTON A1 (BLUE) A2 (GREEN) +12V (RED) GROUND (BLACK)

MOTO ANNO PULSANTE TEST A1 (BLU) A2 (VERDE) +12V (ROSSO) MASSA (NERO)

A P R I L I A

RS125 1995 / 1997 blue white / green green dark bleu
RS125 1998 / 2005 blue white / green green dark bleu
RS125 2006 / 2010 green dark bleu
RS250 1995 / 1997 white / black white / green green / red white / black
RS250 1998 / 2002 white / black white / green green / red white / black
RSV1000 1998 / 2003 passing white / blue green green bleu / green
RSV1000 2004 / 2008 passing white / blue green / red green / red dark bleu
TUONO 2002 / 2005 passing white / blue green green bleu / green
TUONO 2006 / 2010 brown grey / green green / red bleu / green
TUONO V4 / TUONO V4 APRC 2011 / 2015 set blue / black yellow / pink red / brown bleu / green
RSV4 2009 / 2012 set blue / black yellow / pink green / red bleu / green
RSV4 APRC 2011 / 2014 set blue / black yellow / pink red / brown bleu / green
RSV4 RR/RF 2015 / 2016 set blue / black yellow / pink red / brown bleu / green

D U C A T I

MONSTER 696 – 796 – 1100 all / tutti passing yellow / blue red / black red / black black
HYPERMOTARD 1100 2008 / 2009 passing yellow / black red / black red / black black
HYPERMOTARD 796 – 1100 2010 / 2013 passing yellow / green orange red / black black
STREETFIGHTER all / tutti passing blue red / black red / black black / green

K A W A S A K I

636 2003 / 2004 lap left white / red brown / white brown / white black / yellow
636 2005 / 2006 lap left white / red brown / white brown / white black / yellow
ZX6R 2007 / 2008 lap left white / red brown / white brown / white black / yellow
ZX6R (no 636) 2009 / 2016 lap left white / red brown / white brown / white black / yellow
ZX10R 2004 / 2005 lap left white / red brown / white brown / white black / yellow
ZX10R 2006 / 2007 lap left white / red brown / white brown / white black / yellow
ZX10R 2008 / 2010 lap left white / red brown / white brown / white black / yellow
ZX10R (RACING HARNESS) 2011 / 2015 passing red / black red red black / yellow

2011 / 2015 passing red / black brown / white brown / white black / yellow

KTM
1190 RC8 R 2009 lap brown red yellow / orange brown
1190 RC8 R 2011 lap brown white / red orange brown

HONDA

CBR1000RR 2012 / 2016 passing yellow/pink brown/white brown/white green/black
CBR1000RR (HRC WIRING HARNESS) 2017 / 2019 passing green (pin 14) green (pin 28) orange (pin 15) green (pin 14)
CBR1000RR (OEM WIRING HARNESS) 2017 / 2019 passing green (pin 14) red (pin 28) blue (pin 15) green (pin 14)

MV

F3 2011 / 2017 passing brown/white yellow / black yellow / black blue
BRUTALE 675 2011 / 2017 passing brown/white yellow / black yellow / black blue
F4 2011 / 2015 passing white blue / yellow blue / yellow blue

SUZUKI GSXR1000 – GSXR1000 R 2017 / 2019 passing yellow white/green white/green black/white

TRIUMPH

STREET TRIPLE 675 2009 / 2012 starter white / red (pin15) green / red (pin 3) green / red (pin 3) Black (pin 1)
DAYTONA 675 2006 / 2008 starter white / red (pin15) green / red (pin 3) green / red (pin 3) Black (pin 1)
DAYTONA 675 – DAYTONA R 675 2009 / 2016 starter white / red (pin10) green / red (pin 6) green / red (pin 6) Black (pin 8)

Y A M A H A

R6 (OEM HARNESS) ** 2017 / 2019 passing yellow/black (xenon) yellow (xenon) red/yellow (xenon) black (xenon)
R1 2009 / 2014 passing black / white blue / white brown black / white
R1 – R1M (YEC WIRING HARNESS) 2015 / 2019 passing black / white yellow red / white black / white
R1 – R1M (OEM WIRING HARNESS) ** 2015 / 2019 passing yellow/black (xenon) yellow (xenon) red/yellow (xenon) black (xenon)

* NOTE FOR RSV4 RR/RF 2017 : test doesn’t work if you don’t have the lights on your bike

** NOTE FOR R1 2015 – R6 2017 (oem harness): all connections must be done to the 6 poles connector of the xenon ecu placed on the left front side of the bike

ZX10R (OEM HARNESS)
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